BLUE TRACER WIRE
(SEE NOTE 2)

CRUSHED SURFACING
TOP COURSE
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2" PE PIPE (IPS)
(SEE NOTE 3)

CORPORATION STOP (MIP X MIP)
WITH PE PIPE ADAPTER (FIP X PE)

SADDLE (DI BODY WITH
EPOXY COATING)

DOUBLE STAINLESS
STEEL STRAPS

WATER MAIN

SECTION
NTS

IPS = IRON PIPE SIZE
FIP = FEMALE IRON PIPE THREAD
MIP = MALE IRON PIPE THREAD

NOTES:

1. CORPORATION STOP SERVICE CONNECTIONS SHALL BE USED FOR ALL SERVICE LINES 2 INCH
AND SMALLER.

2. ATTACH 12 GAUGE TRACER WIRE (BLUE) TO WATER MAIN TO MAKE ELECTRICALLY CONTINUOUS.
SERVICE PIPE SHALL BE BURIED IN CRUSHED SURFACING TOP COURSE.
4. DIRECT TAPPING OF WATER MAIN IS NOT ALLOWED.

STANDARD DETAILS

MM CORPORATION STOP

APPROVED BY: SCOTT THOMASSON
WATER/WASTEWATER ENGINEERING MANAGER SERVICE CONNECTION
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